
Acclimation: By storing Eastern White Pine (EWP) boards for a 

short period in the right climate, they become “seasoned” and will 

settle in to the dimension they’ll hold for many decades to come. 

The boards should be stored, stickered, and protected for one 

week to ten days prior to application. Keep in mind that you are 

striving for an average moisture content for that region. During 

extremely dry or wet weather, you may want to wait for a period 

of average humidity to achieve the desired moisture content.

Nailing Requirements: The following requirements are 

essential for nails used on EWP siding:

1. Rust-resistant, preferably rustproof.

2. Should not cause splitting even when driven
near end or edge of siding.

3. Should have adequate strength to avoid the
need for pre-drilling.

4. Nails should be able to be driven easily
and rapidly.

5. A nail should not emerge or “pop” at any
time after being driven flush with siding.

6. The nail head should not cause an unsightly
visible pattern on the sidewall.

7. Nail butt joints at the stud or blocking.

8. Nailing is preferred over stapling.

Coverage: The following estimator provides factors for 

determining the exact amount of material needed for basic types 

of wood siding. Multiply square footage to be covered by 

factor (length x width x factor).

Finishing: The planks can be left unfinished or finished with a 

clear sealer, gelled wood stain, or penetrating oil, which will 

protect and enhance their natural beauty. For high traffic areas or 

high moisture conditions, a non-yellowing urethane topcoat is 

recommended. Always test the finish on a small, sample piece 

before you apply. Consult your retailer for finishing products.

Scan our QR Tag on the reverse side for go online for additional 
product grades, textures, patterns & more.

7-10 DAYS

Installation InstructionsInstallation Instructions

Installation and nailing instruction guides created by NELMA (Northeastern Lumber Manufacturers Association). NELMA 
is the rules-writing agency for Eastern White Pine lumber and the grading authority for the SPFs grouping of species that 
includes Eastern Spruce, Balsam Fir, Red Pine, and other commercially important softwood lumber species grown in the 
northeast and great lakes regions. In addition, NELMA is a leading agency for export wood packaging certification and the 
marketing voice for the regions’ wood products industry.



Installation InstructionsInstallation Instructions

NOTES:
1.

2. Apply siding over building paper.

Acclimation: By storing Eastern White Pine (EWP) boards for a 

short period in the right climate, they become “seasoned” and will 

settle in to the dimension they’ll hold for many decades to come.

The boards should be stored, stickered, and protected for one 

week to ten days prior to application. Keep in mind that you are 

striving for an average moisture content for that region. During 

extremely dry or wet weather, you may want to wait for a period 

of average humidity to achieve the desired moisture content.

Nailing Requirements: The following requirements are 

essential for nails used on EWP siding:

1. Rust-resistant, preferably rustproof.

2. Should not cause splitting even when driven 
    near end or edge of siding.

3. Should have adequate strength to avoid the 
    need for pre-drilling.

4. Nails should be able to be driven easily
    and rapidly.

5. A nail should not emerge or “pop” at any 
    time after being driven flush with siding.

6. The nail head should not cause an unsightly 
    visible pattern on the sidewall.

7. Nail butt joints at the stud or blocking.

8. Nailing is preferred over stapling.

Coverage: The following estimator provides factors for 

determining the exact amount of material needed for basic types 

of wood siding. Multiply square footage to be covered by 

factor (length x width x factor).

Finishing: The planks can be left unfinished or finished with a 

clear sealer, gelled wood stain, or penetrating oil, which will 

protect and enhance their natural beauty. For high traffic areas or 

high moisture conditions, a non-yellowing urethane topcoat is 

recommended. Always test the finish on a small, sample piece 

before you apply. Consult your retailer for finishing products. 

Scan our QR Tag on the reverse side for go online for additional 
product grades, textures, patterns & more.

7-10 DAYS




